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38. (New) A storage-based broadcasting system which stores a plurality of contents to 
provide a service and a user interface to a user, said system comprising: 
transmission means for Emitting the plurality of contents; and 
reiving means for receiving the plurality of contents from said transmission means 
via a transmission path, and activating the user interface, wherein: 

each of the plurality of content* includes a content body and a content header for 
defining each of the plurality of contents, respectively; 

the content body is one of a service content body for providing the service and a 
browser content body for providing the user interface with the service; 

the content header attached to the browser content body contains a content flag which 
distinguishes the browser content body from the service content body; 
said transmitting means comprises 

storage means for storing a plurality of contents bodies, 

content body pitcher means for outputting each of the plurality of content bodies 
stored in said storage means, and 

content assembler means for adding the respective content header to each of the 
plurality of content bodies outputted from said content body pitcher means; and 
said receiving means comprises browser content determination means for determining a 

content, including the browser content body, among the plurality of received contents based on 

the content header included in each of the plurality of received contents. 

39. (New) The storage-based broadcasting system in accordance with claim 38, wherein: 
said transmission means further comprises service property information transmitting 

means for transmitting service property information for indicating properties of the service; 
said receiving means is further for receiving the transmitted service property 

information; and 
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said browser content determination means is further for detennming a content, 
mcludmg the browser content body, among the plurality of received contents based on the 
service property information in addition to the content header. 

40. (New) The storage-based broadcasting system in accordance with claim 39, wherein- 
said transmission means further comprises electronic signature means for placing an 
electronic signature on the content including the browser content body; 

said service property transmittbg means is further fbrtra^mittingapublickey ofthe 
electronic signature as being included in the service property information; 

said receiving means further comprises signature authentication means for 
authenticating the electronic signature by using the public key included in the received service 
property information; and 

said browser content determination means is further for determining the content, 
including the browser content body, among the plurality of received contents through ' 
authentication of the electronic signature. 

41. (New) The storage-based broadcasting system in accordance with claim 40, wherein the 
key used for authentication of the electronic signature is unique to the 



service. 



42. (New) The storage-based broadcasting system in accordance with claim 39, wherein: 
said content pitcher means further comprises content ID space management means for 

sending mformation for defining a part of an ID space of the content; and 

said receiving means further comprises designation means for designating the content, 
including the browser content body, based on a content ID included in the defined part of the 
ID space. 

43. (New) A content transmission method performed in a storage-based broadcasting 
system which stores a plurality of contents to provide a service and a user interface to a user, 
said method comprising: 

transmitting the plurality of contents; 

receiving the plurality of contents via a transmission path; and 
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activating the user interface, wherein: 

each of the ptoality of contents includes a content body and a content header for 
defining each of the plurality of contents, respectively; 

the content body is one of a service content body for providing the service and a 
browser content body for providing the user interface with the service; 

the content header attached to the browser content body contains a content flag which 
distinguishes the browser content body from the service content body; 
said transmitting of the plurality of contents comprises 
storing a plurality of contents bodies, 
outputting each of the plurality of content bodies, and 
adding the respective content header to each of the plurality of content bodies; 

and 

said receiving of the plurality of content comprises determining a content, including the 
browser content body, among the plurality of received contents based on the content header 
included in each of the plurality of received contents. 

44. (New) The content transmission method in accordance with claim 43, wherein: 
said transmitting of the plurality of contents further comprises transmitting service 

property information for indicating properties of the service; and 

said receiving of the plurality of contents comprises 

receiving the transmitted service property information, and 

determining a content, including the browser content body, among the plurality 

of revived contents based on the service property information in addition to the content 

header. 

45. (New) The content transmission method in accordance with claim 44, wherein: 
said transmitting of the plurality of contents further comprises placing an electronic 

signature on die content including the browser content body; 

said transmitting of the service property information further comprises transmitting a 
public key of the electronic signature as being included in the service properly information; 
and 
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said receiving of the plurality of content further comprises 

authenticatiag the electronic signature by using the public key included in the 
received service property information, and 

determining the content, including the browser content body, among the 
plurality of received contents through authentication of the electronic signature. 

46. (New) The content transmission method in accordance with claim 45, wherein the key 
used for authentication of the electronic signature is unique to the service. 

47. (New) The storage-based broadcasting system in accordance with claim 44, wherein: 
said transmitting of the plurality of contents further comprises sending information for 

defining apart of an ID space of the content; and 

said receiving of the plurality of contents further comprises designating the content, 
including the browser content body, based on a content ID included in the defined part of the 
ID space. 

48. (New) A storage-based broadcasting system operable to store a plurality of contents to 
provide a service and a user interface to a user, said system comprising: 

a transmission unit operable to transmit the plurality of contents; and 
a receiving unit operable to receive the plurality of contents from the transmission unit 
via a transmission path, and activate the user interface, wherein: 

each of the plurality of contents includes a content body and a content header for 
defining each of the plurality of contents, respectively; 

the content body is one of a service content body for providing the service and a 
browser content body for providing the user interface with the service; 

the content header attached to the browser content body contains a content header 
which distinguishes the browser content body from the service content body; 
said transmitting unit comprises 

a storage unit operable to store a plurality of contents bodies, 
a content body pitcher unit operable to output each of the plurality of content 
bodies stored in said storage unit, and 
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a content assembler operable to add the respective content header to each of the 
plurality of content bodies outputted from said content body pitcher unit; and 
said receiving unit comprises a browser content determination unit operable to 
determine a content, including the broker content body, among the plurality of received 
contents based on the content header included in each of the plurality of received contents. 

49. (New) The storage-based broadcasting system in accordance with claim 48, wherein- 
said transmission unit further comprises a service property information transmitting 

unit operable to transmit service property information for indicating properties of the service* 
said receiving unit is operable to receive the transmitted service property information,- 



said browser content determination unit is operable to determine a content, including 
the browser content body, among the plurality of received contents based on the service 
property information in addition to the content header. 

50. (New) The storage-based broadcasting system in accordance with claim 49, wherein: 
said transmission unit further comprises a signature generator unit operable to place an 

electronic signature on the content including the browser content body; 

said service property transmitting unit is further operable to transmit apublic key of the 

electronic signature as being included in the service property information; 

said receiving unit further comprises a signature authentication unit operable to 

authenticate the electronic signature by using the public key included in the received service 

property information; and 

said browser content determination unit is operable to determine the content, including 
the browser content body, among the plurality of received contents through authentication of 
the electronic signature. 

5 1 . (New) The storage-based broadcasting system in accordance with claim 50, wherein the 
key used for authentication of the electronic signature is unique to the service. 

52. (New) The storage-based broadcasting system in accordance with claim 49, wherein 
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the content pitcher unit further comprises a content ID space management unit operable 
to send information for defining a part of an ID space of the content, and 

the receiving unit further comprises a designator operable to designate tie content, 
including the browser content body, based on a content ID included in the defined part of the 

ID space. 



53. (New) The storage-based broadcasting system in accordance with claim 48, wherein 
said system further comprises a delivery unit operable to receive the content including the 
browser content body transmitted by said transmission unit, and transmit the transmitted 
content including the browser to said receiving unit 

54. (New) The storage-based broadcasting system in accordance with claim 53, wherein: 
said transmission unit is operable to transmit the content as a digital bit stream to said 

delivery unit; and 

said delivery unit is operable to transmit the transmitted content as a digital bit stream 
to the receiving unit 



PAGE 8/14 ' RCVD AT 1/19)2007 6:00:57 PM [Eastern Standard Time] ' SVR:USPTO-EFXRF-6i29 * DNIS:2738300 ' CSID:202 721 8250 ' DURATION (min-ss):02-22 



